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Product Data Sheet 
DP-FIX 80 

Technical Data                EDP No. 7708 

DP-FIX 80 
Connector and retainer for ZinCo Eaves Profile DP 80-A which is attached on special  
fixing sheet.  
 

Retainer: 
Material: Aluminum 
Height: ca. 3.1 in. (ca. 80 mm) 
Width: ca. 4.7 in. (ca. 120 mm) 
 

Fixing Sheet: 
Material: PE/PP (Polyethylene/Polypropylene) 
Length: ca. 29.5 in. (ca. 750 mm) 
Width: ca. 19.7 in. (ca. 500 mm) 

Installation Instructions Features 

Health and Safety 

• can be installed on top of  
various waterproofing membranes 
without any penetrations 

 
• quick and easy installation 
 
• great visual appearance 
 
• ballasted fixing sheet retains  

green roof system 
 
• suitable on flat roof up to an  

inclination of 1/12 
 
• connector for DP 80-A 

Install the Eaves Profile DP 80-A along  
the roof edges with special engineered 
retainer and connector DP-Fix 80. An 

This product does not require a material 
safety data sheet (MSDS) according to the 
OSHA Hazard Communication Standard  
(29 CFR 1910.1200). When used as  
recommended or under ordinary  

conditions, it should not present a health 
and safety hazard. However, an MSDS  
can be provided as a courtesy in response 
to a customer request.  

allowance for wastage has to be  
considered project specific. 
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Ballasted retainer and connector for  
aluminum angle profile DP 80-A 


