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Product Data Sheet 
Plug Plants “Sloped Sedum” 

Technical Data           EDP No. 21873000 

Plug Plants PP “Sloped Sedum” 
Pre-cultivated root ball plants in various sedum species and perennials. 

Installation Instructions Features 

Health and Safety 

 application from spring until  
autumn possible 

 
 engineered and proven plant lists 
 
 fast coverage of the substrate 
 
 great scope of design possible 
 
 quick and easy installation 

This product does not require a material 
safety data sheet (MSDS) according to the 
OSHA Hazard Communication Standard  
(29 CFR 1910.1200). When used as  
recommended or under ordinary  

conditions, it should not present a health 
and safety hazard. However, an MSDS  
can be provided as a courtesy in response 
to a customer request.  

Su
bj

ec
t t

o 
te

ch
ni

ca
l a

lte
ra

tio
ns

 a
nd

 p
rin

tin
g 

er
ro

rs
 •

 F
ir

st
 e

di
tio

n 
05

/2
00

8;
 R

ev
is

ed
 0

7/
20

15
 

Pre-cultivated sedum species or perennials 
suitable as vegetation in green roof  
systems. 

Plant species (selection) Growth height 
inch (mm) Color Time of  

bloom 

Antennaria dioica 4 n / (100) pink early–mid summer 

Delosperma nubigenum “Basutoland” 2–3 (50–70) yellow late spring 

Sedum cauticolum “Lidakense” 4–6 (100–150) pink late summer–early fall 

Sedum floriferum “Weihenstephaner Gold” 2–4 (50–100) yellow early–mid summer 

Sedum hybridum “Immergruenchen” 4–6 (100–150) yellow mid summer 

Sedum middendorfianum diffusum 5 / (120) yellow mid summer 

Sedum spurium “White” / “Pink” 4–6 (100–150) white / pink mid summer 

Talinum calycinum 10–12 / (250–300) pink late spring–late summer 

Apply plug plants in the recommended 
application rate and according to the 
Sloped Sedum plant list in the Growing  

Media Zincoblend E. A sufficient watering is 
recommended. Please observe the recom-
mendations on the specific plant lists. 


