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Product Data Sheet 
System Adhesive Tape 

Technical Data           EDP No. 21950000 

System Adhesive Tape 
Adhesive Tape as fit-up aid for different applications. 
 

Material:  High-Temp. Butyl Rubber 
Color:  black 
Thickness: ca. 1/8 in. (ca. 3.2 mm) 
Width  ca. 2.0 in. (ca. 51 mm)  
Length: ca. 30.0 ft. (ca. 9.1 m) 
Weight:  ca. 3.52 lbs. (ca. 1.6 kg) 

Installation Instructions Features 

Health and Safety 

 for the use on various surfaces 
 
 double sided adhesion 
 
 no root-proof bonding 
 
 fit-up aid 
 
 safe and durable bonding 
 
 for various applications 

Attach the System Adhesive Tape at  
parapets, walls or upstands to fix sheets, 
membranes or mats temporarily. 

This product does not require a material 
safety data sheet (MSDS) according to the 
OSHA Hazard Communication Standard  
(29 CFR 1910.1200). When used as  
recommended or under ordinary  

conditions, it should not present a health 
and safety hazard. However, an MSDS  
can be provided as a courtesy in response 
to a customer request.  
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Adhesive Tape as fit-up aid for attaching 
sheets, membranes or mats at upstands or 
perimeters.  


